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For further information and product availability call Melton windows customer services on 0845 122 289212

SPECIFICATION
JELD-WEN timber windows are 
manufactured from engineered �nger 
jointed timber that is responsibly sourced 
with FSC® chain of custody certi�cation  
as standard. 

All our window ranges are certi�ed under 
the BSI Kitemark and the rules of the Wood 
Window Alliance to ensure the highest 
quality, performance and safety standards. 
All our factory glazed windows are  
CE marked. 

PERFORMANCE
Our windows are energy rated by the British 
Fenestration Rating Council (BFRC) and offer 
up to an A+ rating. We also list U values for 
each range which need to be between  
1.4-1.6W/m2K to meet the requirements of 
Building Regulations. 

In line with this ethos, our window ranges 
have optional PAS 24 security certi�cation in 
accordance with the requirements of Approved 
Document Q of the Building Regulations and 
Secured by Design where applicable.

FINISH
You may pay less for un�nished windows, 
but there’s not only the additional time and 
cost to consider when �nishing your own 
windows, but also the quality of the �nish. 

Our fully �nished products are available to 
order in any RAL colour paint �nish, and 
many ranges offer the option for a dual 
colour �nish. 

Each range is �tted with high quality ERA 
hardware, including multi-point locks and 
handles in a choice of colour options. 

CHOOSING

TIMBER 
WINDOWS
Every JELD-WEN window is manufactured  
in the UK and we pride ourselves on our  
rich heritage, which today, merges the  
�nest traditional craftsmanship with the  
latest technology.

Our wide range of made to measure windows 
are available to order in a large array of size 
and shape options, along with a host of colours 
and bar designs so it’s easy to create a window 
that meets your exact project requirements.  
If you can’t �nd what you are looking for,  
just ask!

Our windows undergo rigorous testing  
and independent certi�cation to ensure  
they meet current regulations and of  
course, our own high quality and  
performance standards. 

UK MANUF ACTUREDUK MANUF ACTUREDUK MANUF
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DESIGNER CAPABILITIES
JELD-WEN can now offer our customers 
even more choice, with more made to 
measure shaped window designs, side light 
options plus larger frame capabilities, so you 
can be assured that we have the solution 
for even the most unusual project. Talk to us 
about your speci�c project requirements. 

Double or triple 
glazed Pilkington ™ 
low emissivity coated 
glazing units

Pinless beading for  
a smoother �nish  
on factory painted
and glazed windows

Drained and  
vented beading to  
prevent glazing  
misting

“From designer curves to contemporary angles, 
whatever your project needs JELD-WEN can 
provide a timber window solution.” 

For more  
technical info  
download our  

Technical 
Speci�cation 

Guide
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WINDOW SPECIFICATION   
COMPARISON GUIDE 
This information provides you with a comparison of the speci�cation across our window range.  
See the ‘External Joinery Technical Speci�cation Guide’ on our website for more technical detail.

Elegance Flush Casement
Stormsure Energy+  
High Performance Casement

Stormsure Oak/Standard Casement  
& Regency Regal Box Sash Sliding Sash

S
pe

ci
�c

at
io

n

Jamb material Engineered softwood Engineered softwood Engineered softwood or oak* Engineered softwood Engineered timber facings with extruded spiral balance 
channels

Frame material Engineered softwood Engineered softwood Engineered softwood or oak* Engineered softwood Engineered softwood

Sill material Engineered softwood Engineered softwood Engineered softwood or oak to match frame* Engineered softwood Engineered softwood

Beading (external) Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows, excluding oak

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Glazing Double - 24mm Low-E insulating Triple - 36mm Low-E Insulating Double - 24mm Low-E insulating Double - 24mm Low-E insulating  
Single glazing available as an option Double - 24mm Low-E insulating

Spacer bars Black standard, white & grey optional Black standard, white & grey optional Black standard, white & grey optional Black standard, white & grey optional Black standard, white & grey optional

Ventilation detail Recessed �ush �tting vents internally as standard Recessed �ush �tting vents internally as standard Recessed �ush �tting vents internally as standard Recessed �ush �tting vents internally  
as standard Surface mounted vents internally as standard 

Bays Yes Yes Yes No Yes

O
pe

ra
tio

n

Operational detail Flush casement, side and top hung Standard casement, side and top hung Standard casement, side and top hung Sliding sashes with counterweight Spiral balance, tilt in options (exc PAS 24 windows).  
Assisted lift spiral balance available as a special order

Hardware detail
Espagnolette multi-point locking handle and projecting hinges 
as standard. Safe clean projecting and �re egress hinges 
optional

Espagnolette multi-point locking handle and projecting hinges 
as standard. Safe clean projecting and �re egress hinges 
optional

Espagnolette multi-point locking handle and projecting 
hinges as standard. Safe clean projecting and �re egress 
hinges optional

Regal �tch catch standard. Optional sash opening  
restrictor available upon request

Fitch catch locking as standard, non locking available  
to order. Optional sash opening restrictor available 
upon request

Handles
Inline locking polished chrome standard or white, black, 
satin chrome, bronze and gold options. Antique black inline 
and monkey tail handles available.

Inline locking polished chrome standard or white, black, 
satin chrome, bronze and gold options. Antique black inline 
and monkey tail handles available.

Inline locking polished chrome standard or white, black, 
satin chrome, bronze and gold options. Antique black 
inline and monkey tail handles available.

Polished gold locking �tch standard or chrome option Polished chrome locking �tch standard or white, black, 
satin chrome, bronze, gold and antique black options

D
im

en
si

on
s

Frame section size 108mm front to back at head with standard head drip 
(82mm option without)

96mm from back of head to front of sash  
(sash sits 3mm proud of frame) 93mm front to back at head 148mm front to back at the head and sill 168mm front to back at head 

Sill sizes
Standard 91mm stub sill. Timber nosing options to create 
overall sizes of - 82mm �ush, 132mm, 157mm, 179mm, 
207mm

Standard 158mm sill. Timber nosing options to create 
overall sizes of 93mm stub sill - 67mm �ush (not oak), 
133mm, 183mm, 208mm

Standard 158mm sill. Timber nosing options to create 
overall sizes of 93mm stub sill - 133mm, 183mm, 
208mm

Standard 148mm sill, the sill sits �ush  
with the face of the box case.

Standard 168mm sill (�ush). Timber nosing options  
to create overall sizes of 196mm or 225mm

Made to measure options Yes Yes Yes Yes Yes

Brickwork tolerance guidance 12mm 12mm 12mm 12mm 12mm

F
in

is
h 

op
tio

ns

Bar designs Yes optional Yes optional Yes optional Yes optional Yes optional

Ventilator colour White as standard, brown, grey and green optional, others 
on request

White as standard, brown, grey and green optional, others 
on request

White (as standard on softwood), brown (as standard 
on oak windows) grey and green optional, others on 
request

White as standard White as standard, brown optional

P
er

fo
rm

an
ce

U Values (factory glazed) 1.3-1.4 W/m2K 0.8-1.0 W/m2K 1.3-1.4 W/m2K 1.5 W/m2K - excluding single glazing 1.4 W/m2K

Energy ratings A and B A+ and B A and B No performance declared B

Secured by Design Yes optional Yes optional Yes optional  Not currently available Yes optional

Approved Document Q Yes optional Yes optional Yes optional Not currently available Yes optional

Exposure rating 2000pa 2000pa 2000pa No performance declared 2000pa

Air permeability Class 4 Class 4 Class 4 No performance declared Class 2 

Performance testing BS6375: Part 1:2009  BS6375: Part 1:2009 BS6375: Part 1:2009  No performance declared BS6375: Part 1:2009 

Strength/operation testing BS6375: Part 2:2009 BS6375: Part 2:2009 BS6375: Part 2:2009       No performance declared BS6375: Part 2:2009 

Acoustic performance Available to 39dB Available to 40dB Available to 37dB No performance declared Available to 31dB

Responsibility FSC® FSC® FSC® FSC® FSC®
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Elegance Flush Casement
Stormsure Energy+  
High Performance Casement

Stormsure Oak/Standard Casement  
& Regency Regal Box Sash Sliding Sash

S
pe

ci
�c

at
io

n

Jamb material Engineered softwood Engineered softwood Engineered softwood or oak* Engineered softwood Engineered timber facings with extruded spiral balance 
channels

Frame material Engineered softwood Engineered softwood Engineered softwood or oak* Engineered softwood Engineered softwood

Sill material Engineered softwood Engineered softwood Engineered softwood or oak to match frame* Engineered softwood Engineered softwood

Beading (external) Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows, excluding oak

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Timber-composite pinless beading and black gasket on  
factory paint �nished and glazed windows

Glazing Double - 24mm Low-E insulating Triple - 36mm Low-E Insulating Double - 24mm Low-E insulating Double - 24mm Low-E insulating  
Single glazing available as an option Double - 24mm Low-E insulating

Spacer bars Black standard, white & grey optional Black standard, white & grey optional Black standard, white & grey optional Black standard, white & grey optional Black standard, white & grey optional

Ventilation detail Recessed �ush �tting vents internally as standard Recessed �ush �tting vents internally as standard Recessed �ush �tting vents internally as standard Recessed �ush �tting vents internally  
as standard Surface mounted vents internally as standard 

Bays Yes Yes Yes No Yes

O
pe

ra
tio

n

Operational detail Flush casement, side and top hung Standard casement, side and top hung Standard casement, side and top hung Sliding sashes with counterweight Spiral balance, tilt in options (exc PAS 24 windows).  
Assisted lift spiral balance available as a special order

Hardware detail
Espagnolette multi-point locking handle and projecting hinges 
as standard. Safe clean projecting and �re egress hinges 
optional

Espagnolette multi-point locking handle and projecting hinges 
as standard. Safe clean projecting and �re egress hinges 
optional

Espagnolette multi-point locking handle and projecting 
hinges as standard. Safe clean projecting and �re egress 
hinges optional

Regal �tch catch standard. Optional sash opening  
restrictor available upon request

Fitch catch locking as standard, non locking available  
to order. Optional sash opening restrictor available 
upon request

Handles
Inline locking polished chrome standard or white, black, 
satin chrome, bronze and gold options. Antique black inline 
and monkey tail handles available.

Inline locking polished chrome standard or white, black, 
satin chrome, bronze and gold options. Antique black inline 
and monkey tail handles available.

Inline locking polished chrome standard or white, black, 
satin chrome, bronze and gold options. Antique black 
inline and monkey tail handles available.

Polished gold locking �tch standard or chrome option Polished chrome locking �tch standard or white, black, 
satin chrome, bronze, gold and antique black options

D
im

en
si

on
s

Frame section size 108mm front to back at head with standard head drip 
(82mm option without)

96mm from back of head to front of sash  
(sash sits 3mm proud of frame) 93mm front to back at head 148mm front to back at the head and sill 168mm front to back at head 

Sill sizes
Standard 91mm stub sill. Timber nosing options to create 
overall sizes of - 82mm �ush, 132mm, 157mm, 179mm, 
207mm

Standard 158mm sill. Timber nosing options to create 
overall sizes of 93mm stub sill - 67mm �ush (not oak), 
133mm, 183mm, 208mm

Standard 158mm sill. Timber nosing options to create 
overall sizes of 93mm stub sill - 133mm, 183mm, 
208mm

Standard 148mm sill, the sill sits �ush  
with the face of the box case.

Standard 168mm sill (�ush). Timber nosing options  
to create overall sizes of 196mm or 225mm

Made to measure options Yes Yes Yes Yes Yes

Brickwork tolerance guidance 12mm 12mm 12mm 12mm 12mm

F
in

is
h 

op
tio

ns

Bar designs Yes optional Yes optional Yes optional Yes optional Yes optional

Ventilator colour White as standard, brown, grey and green optional, others 
on request

White as standard, brown, grey and green optional, others 
on request

White (as standard on softwood), brown (as standard 
on oak windows) grey and green optional, others on 
request

White as standard White as standard, brown optional

P
er

fo
rm

an
ce

U Values (factory glazed) 1.3-1.4 W/m2K 0.8-1.0 W/m2K 1.3-1.4 W/m2K 1.5 W/m2K - excluding single glazing 1.4 W/m2K

Energy ratings A and B A+ and B A and B No performance declared B

Secured by Design Yes optional Yes optional Yes optional  Not currently available Yes optional

Approved Document Q Yes optional Yes optional Yes optional Not currently available Yes optional

Exposure rating 2000pa 2000pa 2000pa No performance declared 2000pa

Air permeability Class 4 Class 4 Class 4 No performance declared Class 2 

Performance testing BS6375: Part 1:2009  BS6375: Part 1:2009 BS6375: Part 1:2009  No performance declared BS6375: Part 1:2009 

Strength/operation testing BS6375: Part 2:2009 BS6375: Part 2:2009 BS6375: Part 2:2009       No performance declared BS6375: Part 2:2009 

Acoustic performance Available to 39dB Available to 40dB Available to 37dB No performance declared Available to 31dB

Responsibility FSC® FSC® FSC® FSC® FSC®

* Excluding Regency
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BAR DESIGN OPTIONS

The Elegance range is the perfect choice 
when renovating period properties or building 
traditionally designed new build homes, 
particularly in conservation areas. With a sash 
that sits �ush in the frame, this range achieves 
traditional sightlines without compromising  
on performance.

Double glazed with Pilkington energiKare™ low E glazing and a thick 
82mm frame, this engineered softwood timber window instantly 
adds a contemporary twist and modern energy performance to  
any property.

This classic range is �tted with high quality ERA hardware including 
polished chrome handles, robust espagnolette multi-point locking 
and projecting hinges to provide both a premium �nish and a high 
level of security. 

Choose from a variety of bar designs to enhance the look of  
a property. 

Available factory �nished in any RAL colour including dual colour 
options – all with up to 10 years guarantee on the paint �nish.  
See pages 41–43 for all hardware, glazing and �nishing options. 

For full speci�cation details see page 14. 

ELEGANCE 
FLUSH CASEMENT

RAL
COLOUR

ANY

Non Bar Victorian Bar Cottage Bar Horizontal Bar Deco Bar All Bar

Horizontal Bar

MADE TO 
MEASUREA-B

BFRC
PAS 24/SBD
OPTIONAL

1.3
AS LOW AS

W
/m

2 K

U-VALUE
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HEAD

BOX SASH CASEMENT ELEGANCE CASEMENT

STORMSURE CASEMENT REGENCY
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Top & bottom left: Non bar Elegance casement and Farndale patio doorset in conservation green. 
Right: Horizontal bar in conservation green. 
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“We are extremely pleased with the Elegance �ush casement windows 
supplied by JELD-WEN. Since the renovation has been completed we have 
received many compliments about the windows and particularly the colour 
and the monkey tail handles which have added to the overall �nish.”

ELEGANCE FLUSH
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If it’s the best in energy performance  
you are after, then look no further.  
Our Stormsure Energy+ casement window 
is the highest energy rated window in 
our range, offering the best in energy 
performance and unrivalled sound insulation. 

This high performance window has a 68mm sash depth, and is 
triple glazed with Pilkington energiKare™ low E glazing as standard. 
This engineered softwood range boasts an outstanding ‘A+’ 
BFRC energy rating and U values down to 0.8 W/m2K, offering 
outstanding performance even in the toughest of environments. 

Choose from a variety of bar designs to enhance the look of  
a property. 

Available factory �nished in any RAL colour including dual colour 
options, so you can specify one colour for the exterior and an 
alternative colour for the interior – all with up to 10 years guarantee 
on the paint �nish. 

PAS 24 speci�cation options are available to meet the  
requirements of Approved Document Q and Secured by Design.  
See pages 41–43 for all hardware, glazing and �nishing options.

For full speci�cation details see page 14. 

Non Bar Victorian Bar Cottage Bar Horizontal Bar Deco Bar All Bar

RAL
COLOUR

ANY

STORMSURE 
ENERGY+ 
HIGH PERFORMANCE 
CASEMENT

BAR DESIGN OPTIONS

Cottage Bar, Pastel Blue

MADE TO 
MEASUREA+

BFRC
0.8

AS LOW AS

W
/m

2 K

U-VALUE
PAS 24/SBD
OPTIONAL
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STORMSURE  
ENERGY+ 

STORMSURE 
ENERGY+

SILL

HEAD

BOX SASH CASEMENT ELEGANCE CASEMENT

STORMSURE CASEMENT REGENCY
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CASEMENT
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SILL & HEAD DETAIL
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Our premium oak range stands alone as the 
ultimate in luxury and class, made from superior 
oak timber this range will add elegance and 
quality to any property. Available factory 
�nished in a golden oak or dark oak stain,  
these windows offer a long lasting �nish that 
will look great for years to come.

Double glazed using Pilkington energiKare™ low E glazing with 
a variety of traditional bar designs available, the range combines 
authenticity with modern performance.

These timeless windows are �tted with high quality hardware 
including polished chrome handles, robust espagnolette  
multi-point locking and projecting hinges as standard, to  
provide both a premium �nish and a high level of security. 

PAS 24 speci�cation options are available to meet the  
requirements of Approved Document Q and Secured by Design.  
See pages 41–43 for all hardware, glazing and �nishing options.

For full speci�cation details see page 14.

STORMSURE  
OAK 
CASEMENT

BAR DESIGN OPTIONS

Non Bar Victorian Bar Cottage Bar Horizontal Bar Deco Bar All Bar

MADE TO 
MEASUREA-B

BFRC

Non Bar, Dark Oak Stain

1.3
AS LOW AS

W
/m

2 K

U-VALUE
PAS 24/SBD
OPTIONAL
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STORMSURE  
ENERGY+ STORMSURE OAK

SILL

HEAD

SILL & HEAD DETAIL

BOX SASH CASEMENT ELEGANCE CASEMENT

STORMSURE CASEMENT REGENCY

STORMSURE +
CASEMENT

SLIDING SASH
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“I am delighted with both the quality 
and the appearance of the Stormsure 
oak casement windows. They were a 
perfect choice to achieve both the thermal 
performance requirements for the property 
and the natural look of the oak �nish.”

Top & far right: Horizontal bar in golden oak stain.  
Bottom centre: Non bar in golden oak stain. 
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“JELD-WEN was fantastic throughout this entire 
project. Not only did they provide a very good 
service, but the quality of the Stormsure Oak 
casement windows was exceptional. This was a 
very emotional project for all of the family, but 
JELD-WEN’s support helped everything run  
so smoothly.” 

STORMSURE OAK
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Our Stormsure casement windows are 
the most popular in our range. Providing 
robust protection against the elements this 
engineered softwood range offers the largest 
choice of shapes, sizes and con�gurations to 
suit any project.

Constructed with a 55mm sash depth and double glazed  
with Pilkington energiKare™ low E glazing units as standard, the 
Stormsure casement window is the ideal solution for any new 
build or renovation project. Choose from a variety of bar designs. 

Supplied factory �nished in an extensive range of colour options, 
including dual colour �nish - all with up to 10 years guarantee on 
the paint �nish.

Fitted with high quality ERA hardware including polished chrome 
handles, robust espagnolette multi-point locking and projecting 
hinges as standard. 

PAS 24 speci�cation options are available to meet the 
requirements of Approved Document Q and Secured by Design. 
See pages 41–43 for all hardware, glazing and �nishing options.

For full speci�cation details see page 14. 

STORMSURE 
STANDARD 
CASEMENT

BAR DESIGN OPTIONS

Non Bar Victorian Bar Cottage Bar Horizontal Bar Deco Bar All Bar

Non Bar

MADE TO 
MEASUREA

BFRC
RAL

COLOUR

ANY

1.3
AS LOW AS

W
/m

2 K

U-VALUE
PAS 24/SBD
OPTIONAL



27www.jeld-wen.co.uk

STORMSURE 
STANDARD

SILL

HEAD

SILL & HEAD DETAIL

BOX SASH CASEMENT ELEGANCE CASEMENT

STORMSURE CASEMENT REGENCY
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SLIDING SASH
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BAR DESIGN OPTIONS

Our softwood Regency casement window 
range is �nished with decorative horns to 
give an authentic appearance of a traditional 
sliding sash window, whilst still having all the 
functionality and thermal performance of a 
casement window.

If you’re looking for a low cost solution, but you still want all the 
style of a traditional sliding sash then the Regency casement is the 
ideal solution. This range is available with or without glazing bars, 
in a variety of designs to suit all property styles or personal tastes. 

Double glazed with Pilkington energiKare™ low E glazing as 
standard, this softwood range offers an ‘A’ BFRC energy rating 
with U values down to 1.3 W/m2K.

Available factory �nished in any RAL colour including dual colour 
options – all with up to 10 years guarantee on the paint �nish.  
See pages 41–43 for all hardware, glazing and �nishing options.

For full speci�cation details see page 14. 

REGENCY
CASEMENT

Non Bar Vertical Bar All Bar

MADE TO 
MEASUREA

BFRC
RAL

COLOUR

ANY

Non Bar

1.3
AS LOW AS

W
/m

2 K

U-VALUE
PAS 24/SBD
OPTIONAL
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HEAD

SILL & HEAD DETAIL

SILL

REGENCY

BOX SASH CASEMENT ELEGANCE CASEMENT

STORMSURE CASEMENT REGENCY
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BAR DESIGN OPTIONS

There’s no need to compromise on the 
performance bene�ts of new double glazed 
windows to retain the original charm of a 
period property, with our Regal Box Sash 
window range you can achieve both.

Our high speci�cation box sash window is traditionally operated 
with a true weights and pulley system to provide a direct 
replacement for an original box sash window.

Made to measure within minimum and maximum sizes, and 
available in a choice of glazing bar designs, this traditional 
range is manufactured from engineered softwood and features 
traditional sash horns as standard to complete the look.

Double glazed with Pilkington energiKare™ low E glazing as 
standard, with single glazed option available. Fitted with high 
quality �tch catch and lift hardware, see page 41–43 for all 
hardware, glazing and �nishing options.

Available to order as supply only, or with the option of a supply 
and installation service. If required our fully trained team of 
surveyors can provide a full survey to ensure you get the perfect 
�t. To �nd out more call us on 0845 122 2892 . 

For full speci�cation details see page 14. 

REGAL 
BOX SASH

Non Bar Victorian Bar Marginal Bar Vertical Bar All Bar

RAL
COLOUR

ANY

MADE TO 
MEASURE

All Bar

1.5
AS LOW AS

W
/m

2 K

U-VALUE
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HEAD

SILL & HEAD DETAIL

SILL

REGAL BOX SASH

BOX SASH CASEMENT ELEGANCE CASEMENT

STORMSURE CASEMENT 
/ REGENCY

STORMSURE +
CASEMENT
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BAR DESIGN OPTIONS

Our softwood timber Sliding Sash windows 
combine modern design with traditional 
appeal. With an authentic period look and 
modern engineering, this softwood window 
range will blend seamlessly with local 
architectural styling to meet with planning 
requirements.

Whether you’re renovating a character property or building a 
traditionally designed new build, our double glazed Sliding Sash 
window range provides the ideal solution. 

The range is fully weather-stripped and features stepped sashes 
for improved performance, tilt in facility for easy cleaning and 
maintenance, whilst also providing classic horn detailing on the 
top sashes.

Fitted with high quality hardware including a traditional �tch 
catch and lift, spiral balance mechanism as standard. Assisted lift 
spiral balance is available as a special order.  

Available �nished in any RAL colour with up to 10 years 
guarantee on the paint �nish. See pages 41–43 for all hardware, 
glazing and �nishing options.

For full speci�cation details see page 14. 

SLIDING SASH

BAR DESIGN OPTIONS

Non Bar Victorian Bar Marginal Bar Vertical Bar All Bar

All Bar
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